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to 300 HP in Table 2d of this subpart in-
stead of the applicable emission limita-
tions in Table 2d, operating limitations 
in Table 2b, and crankcase ventilation 
system requirements in § 63.6625(g). You 
must comply with the emission limita-
tions in Table 2d and operating limita-
tions in Table 2b that apply for non- 
emergency CI RICE with a site rating 
of more than 300 HP located at an area 
source of HAP emissions by January 1, 
2015, or 12 years after the installation 
date of the engine (whichever is later), 
but not later than June 1, 2018. You 
must also comply with the crankcase 
ventilation system requirements in 
§ 63.6625(g) by January 1, 2015, or 12 
years after the installation date of the 
engine (whichever is later), but not 
later than June 1, 2018. 

(e) If you own or operate an existing 
non-emergency CI RICE with a site rat-
ing of more than 300 HP located at an 
area source of HAP emissions that is 
certified to the Tier 3 (Tier 2 for en-
gines above 560 kilowatt (kW)) emis-
sion standards in Table 1 of 40 CFR 
89.112, you may comply with the re-
quirements under this part by meeting 
the requirements for Tier 3 engines 
(Tier 2 for engines above 560 kW) in 40 
CFR part 60 subpart IIII instead of the 
emission limitations and other require-
ments that would otherwise apply 
under this part for existing non-emer-
gency CI RICE with a site rating of 
more than 300 HP located at an area 
source of HAP emissions. 

(f) An existing non-emergency SI 
4SLB and 4SRB stationary RICE with a 
site rating of more than 500 HP located 
at area sources of HAP must meet the 
definition of remote stationary RICE 
in § 63.6675 on the initial compliance 
date for the engine, October 19, 2013, in 
order to be considered a remote sta-
tionary RICE under this subpart. Own-
ers and operators of existing non-emer-
gency SI 4SLB and 4SRB stationary 
RICE with a site rating of more than 
500 HP located at area sources of HAP 
that meet the definition of remote sta-
tionary RICE in § 63.6675 of this subpart 
as of October 19, 2013 must evaluate the 
status of their stationary RICE every 
12 months. Owners and operators must 
keep records of the initial and annual 
evaluation of the status of the engine. 
If the evaluation indicates that the 

stationary RICE no longer meets the 
definition of remote stationary RICE 
in § 63.6675 of this subpart, the owner or 
operator must comply with all of the 
requirements for existing non-emer-
gency SI 4SLB and 4SRB stationary 
RICE with a site rating of more than 
500 HP located at area sources of HAP 
that are not remote stationary RICE 
within 1 year of the evaluation. 

[75 FR 9675, Mar. 3, 2010, as amended at 75 FR 
51589, Aug. 20, 2010; 76 FR 12866, Mar. 9, 2011; 
78 FR 6701, Jan. 30, 2013] 

§ 63.6604 What fuel requirements must 
I meet if I own or operate a sta-
tionary CI RICE? 

(a) If you own or operate an existing 
non-emergency, non-black start CI sta-
tionary RICE with a site rating of 
more than 300 brake HP with a dis-
placement of less than 30 liters per cyl-
inder that uses diesel fuel, you must 
use diesel fuel that meets the require-
ments in 40 CFR 80.510(b) for nonroad 
diesel fuel. 

(b) Beginning January 1, 2015, if you 
own or operate an existing emergency 
CI stationary RICE with a site rating 
of more than 100 brake HP and a dis-
placement of less than 30 liters per cyl-
inder that uses diesel fuel and operates 
or is contractually obligated to be 
available for more than 15 hours per 
calendar year for the purposes specified 
in § 63.6640(f)(2)(ii) and (iii) or that op-
erates for the purpose specified in 
§ 63.6640(f)(4)(ii), you must use diesel 
fuel that meets the requirements in 40 
CFR 80.510(b) for nonroad diesel fuel, 
except that any existing diesel fuel 
purchased (or otherwise obtained) prior 
to January 1, 2015, may be used until 
depleted. 

(c) Beginning January 1, 2015, if you 
own or operate a new emergency CI 
stationary RICE with a site rating of 
more than 500 brake HP and a displace-
ment of less than 30 liters per cylinder 
located at a major source of HAP that 
uses diesel fuel and operates or is con-
tractually obligated to be available for 
more than 15 hours per calendar year 
for the purposes specified in 
§ 63.6640(f)(2)(ii) and (iii), you must use 
diesel fuel that meets the requirements 
in 40 CFR 80.510(b) for nonroad diesel 
fuel, except that any existing diesel 
fuel purchased (or otherwise obtained) 
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prior to January 1, 2015, may be used 
until depleted. 

(d) Existing CI stationary RICE lo-
cated in Guam, American Samoa, the 
Commonwealth of the Northern Mar-
iana Islands, at area sources in areas of 
Alaska that meet either § 63.6603(b)(1) 
or § 63.6603(b)(2), or are on offshore ves-
sels that meet § 63.6603(c) are exempt 
from the requirements of this section. 

[78 FR 6702, Jan. 30, 2013] 

GENERAL COMPLIANCE REQUIREMENTS 

§ 63.6605 What are my general require-
ments for complying with this sub-
part? 

(a) You must be in compliance with 
the emission limitations, operating 
limitations, and other requirements in 
this subpart that apply to you at all 
times. 

(b) At all times you must operate and 
maintain any affected source, includ-
ing associated air pollution control 
equipment and monitoring equipment, 
in a manner consistent with safety and 
good air pollution control practices for 
minimizing emissions. The general 
duty to minimize emissions does not 
require you to make any further efforts 
to reduce emissions if levels required 
by this standard have been achieved. 
Determination of whether such oper-
ation and maintenance procedures are 
being used will be based on information 
available to the Administrator which 
may include, but is not limited to, 
monitoring results, review of operation 
and maintenance procedures, review of 
operation and maintenance records, 
and inspection of the source. 

[75 FR 9675, Mar. 3, 2010, as amended at 78 FR 
6702, Jan. 30, 2013] 

TESTING AND INITIAL COMPLIANCE 
REQUIREMENTS 

§ 63.6610 By what date must I conduct 
the initial performance tests or 
other initial compliance demonstra-
tions if I own or operate a sta-
tionary RICE with a site rating of 
more than 500 brake HP located at 
a major source of HAP emissions? 

If you own or operate a stationary 
RICE with a site rating of more than 
500 brake HP located at a major source 
of HAP emissions you are subject to 
the requirements of this section. 

(a) You must conduct the initial per-
formance test or other initial compli-
ance demonstrations in Table 4 to this 
subpart that apply to you within 180 
days after the compliance date that is 
specified for your stationary RICE in 
§ 63.6595 and according to the provisions 
in § 63.7(a)(2). 

(b) If you commenced construction or 
reconstruction between December 19, 
2002 and June 15, 2004 and own or oper-
ate stationary RICE with a site rating 
of more than 500 brake HP located at a 
major source of HAP emissions, you 
must demonstrate initial compliance 
with either the proposed emission limi-
tations or the promulgated emission 
limitations no later than February 10, 
2005 or no later than 180 days after 
startup of the source, whichever is 
later, according to § 63.7(a)(2)(ix). 

(c) If you commenced construction or 
reconstruction between December 19, 
2002 and June 15, 2004 and own or oper-
ate stationary RICE with a site rating 
of more than 500 brake HP located at a 
major source of HAP emissions, and 
you chose to comply with the proposed 
emission limitations when dem-
onstrating initial compliance, you 
must conduct a second performance 
test to demonstrate compliance with 
the promulgated emission limitations 
by December 13, 2007 or after startup of 
the source, whichever is later, accord-
ing to § 63.7(a)(2)(ix). 

(d) An owner or operator is not re-
quired to conduct an initial perform-
ance test on units for which a perform-
ance test has been previously con-
ducted, but the test must meet all of 
the conditions described in paragraphs 
(d)(1) through (5) of this section. 

(1) The test must have been con-
ducted using the same methods speci-
fied in this subpart, and these methods 
must have been followed correctly. 

(2) The test must not be older than 2 
years. 

(3) The test must be reviewed and ac-
cepted by the Administrator. 

(4) Either no process or equipment 
changes must have been made since the 
test was performed, or the owner or op-
erator must be able to demonstrate 
that the results of the performance 
test, with or without adjustments, reli-
ably demonstrate compliance despite 
process or equipment changes. 
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